The Rock R/C Raceway 
12T MudBoss Spec Rules:
[bookmark: _Hlk130100807]Race directors have final say in all rule verdicts!!

1. Chassis…Traxxas HCG only, unmodified in any way.

2. Bodies…Salvas MudBoss style Bodies only.

3. Motor:  Traxxas 12T 550 brushed only (TRA3785)

4. ESC: Traxxas blue XL5 only (TRA3018R)

5. Servo…Traxxas stock servo (can sub Traxxas metal gear servo)

6. Springs…Traxxas stock white springs only

6a… Shocks:
· Traxxas 2wd Plastic shocks only, No modifications can be made unless specified below.
· Traxxas Aluminum Shock caps may be used #3767 (or equivlant)
· Shocks travel may be shortened with internal shims to adjust ride height and droop.
· Original shafts must be used in original bodies (length and type in proper body)
· 2 stage pistons or any modification to the shock to tune compression and rebound is not allowed.

7. Wheels…..SC wheel 2.2/3.0

8. Transmitter/Receiver…open

9. TIRES…Stock style 2.2/3.0 (Kuhmo venture, Bf Goodrich and stock slash)

10. Differential…Locking or Modifying the in any way is not allowed.  The differential must have normal differential action and cannot turn the motor over when rotating one rear tire against the normal compression resistance of the motor. No ball diffs.

11. Transmission… Stock Slash…and no modifications can be made to the transmission case

12. Battery:  Any Standard Size 7.4v 2S battery 50c max 7600mah and lower, Hard Case Only, No short packs. Can not be charged more than 8.6v
· Any style connector or bullets allowed.

13. Gears…open

14. Weight… Any additional weight added must be added within the main chassis plate area and firmly attached.

15. Transponders…2 wire only






12T MudBoss Spec Rules:

Traxxas Slash 2wd Only.  No modifying any components unless otherwise specified.  

All suspension components must be installed in the proper position and orientation on the car.

Traxxas Front Bumper TRA2735 Angled Down is Recommended

Unless stated Factory Traxxas parts must be used.

Battery must be in stock center tray location, but can be moved forward or back as long as it stays with in the stock boundaries of the battery tray.

Traxxas wheel spacers (Black, Grey, or any combination of both) are allowed in any position.

ESC, Transponder, Receiver can be mounted in anywhere in the main chassis plate area only.


The following Traxxas Slash stock chassis alterations Must be done to accommodate body.

Front body post must be removed

Front bumper must be removed/replace with TRA2735 frt bumper

Side Nerf Bars may be removed.

Front Body posts must be moved to front holes of side bumpers.
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