The Rock R/C Raceway 
13.5 Wing/non Wing Sprint Spec Rules:
Race directors have final say in all rule verdicts!!

1. Chassis…Custom Works/GFRP/Ghost/Savage or any other 1/10 buggy converted chassis

2. Bodies…1/10 Sprint body

3. Cages… must have a scale appearing contemporary cage made out of rounded stock

4. Motor/ESC:  HW 13.5 Justock (only)

5. Top Wing: standard 1/10 scale top sprint wing 7x7 or 6x6 allowed. (Adjustable allowed)

6. Servo…open

7. Springs…open

     7. Shocks: open

8. Wheels…..any 1/10 2.2 sprint wheel

9. Transmitter/Receiver…open

10. TIRES… any 1/10 2.2 rubber tire for sprints. 

11. Front wing… 4.5”x3” recommended

12. Transmission… gearing and differential. (no solid axles permitted)

13. Battery:  Any 2 cell hard case Lipo. 8.4v max charge 50c max.

· Any style connector or bullets allowed, max charge 8.4v

14. Gears…open

15. Weight… Any additional weight added must be added within the main chassis plate area and firmly attached.

16. Transponders…2 wire only.

17. Bumpers… Flat, curved or tubular front bumper, must be used and may not be designed  to direct air or create downforce.







13.5 Wing/non Wing Sprint Spec Rules extended:


Adjustable rear arms are allowed.
· No modifying any components unless otherwise specified above.  


· ESC, Transponder, Receiver can be mounted in anywhere in the main chassis plate area only.
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